
EATON’S CROUSE-HINDS BUSINESS

Rigid
conduit

Flexible
conduit

C A N  T H E  C O N D U I T  B E
T U R N E D ?

D O  Y O U  H A V E  A  F I T T I N G
A T T A C H E D  T O  T H E  C O N D U I T ?

W H A T  T Y P E  O F  F L E X I B L E
C O N D U I T  A R E  Y O U  U S I N G ?

CAPRIROK + ADCC

D O E S  T H E  H A Z A R D O U S
G A S  R E Q U I R E  I I C

A P P A R A T U S

I S  T H E  A R E A  O F
I N S T A L L A T I O N
Z O N E 1  O R  T H E

E N C L O S U R E
G R E A T E R  T H A N

2  L I T R E S

 U S E  A  S U I T A B L E
F L A M E P R O O F  T Y P E

O F  G L A N D

Accessories for Cable Gland

R E Q U I R E S  A
C O M P O U N D

S E A L I N G B A R R I E R
C A B L E  G L A N D

Non - armoured

ADE6FADE4F

Armoured Non - armoured

Additional Clamping

Cable Glands for Hazardous Areas

Cable Gland Overview
Cable Glands for Non-Hazardous Areas

What type of conduit are you using?

No Yes No

ADCS ADCC

FLEXIBLE METAL CONDUIT (FMC)

JUDODIX + ADCC

F L E X I B L E  M E T A L  C O N D U I T
W A T E R P R O O F  ( L F M C )

What type of cable are you using?

Non -armouredArmoured

IGA2

Note: Type of Armoured 
SWA - Single wire armoured cable
SWB - Wire braid armoured cable
STA  - Steel tape cable

IGE1W

SWA

SWB

IGE2W

STA

IGE2X

Does the Enclosure contain an Internal source of Ignition ?

Yes No

Cable Glands
CROUSE-HINDS SERIES By Eaton
 Our global offering provides a

termination solution for virtually
every cable type used in hazardous,

industrial, and commercial
environments.  Designed for strict
adherence to global specifications

meeting North American and
international codes and standards

including NEC, CEC, ATEX, IECEx and
regional certifications.

LOCKNUT FIBRE WASHER EARTH TAG SERRATED
WASHER

SHROUD
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No

Yes

No

Yes Armoured

ADE1F
ADE1FCADE6FC

Radiused to prevent cable damage.
Provision for an external additional
clamp to pass 100% clamping test.
Cable clamps within 300 mm of the
end of the cable gland are preferred.
Extract from IEC 60079-0: 2012.
Extract from IEC 60079-14: 2013.

Cable glands for flexible & rigid conduits


